SPECIFICATIONS

Rated Current:0.75AMP

Contact Resistance:30mQ Max
Withstand Voltage:500V AC/DC
Insulation Resistance:1000MQ Min
Operation Temperature:—40°c to +105°c

Recommended P.C.B Layout(Top Side)
(PCB BOARD TOLERANCE0.05)
0.35

|~ 08 T
0.8xNPIN+0.30£0.25 y ‘ jii* Contact Material:Phosphor Bronze
E E E E E E E E E E S Contact Plating:Au or Sn Over Ni
0.8x(N-1)PIN£0.15 er @f S Insulator Material:Polyester(UL94V—0)
0.80+0.05 0.30 . © Standard: LCP
I h NNNNAN NNN0N EEE EEE l Max.Processing Temp: 240°C for 30—60 seconds
B (260°C for 10 seconds)
NOO0O00O000 00000 g1 |
@@@@@@@@ OOoo—- ~—08x(N P‘Na
UUUUUUU Jouut ¢
~3.1040.15]
= G
ol BN
0.30—H— : é
»M«o.mio.wo S ——4.80%0.25— W/0 Post
0.80xNPIN—1.6+0.15 With Post
| Famwy || pmcH | | N°ROWs || N°PINPR. || VERSION || CLIPPLATING ||  HEIGHT || OPTION || PACKAGE || spEciAL |
‘ FH H 080 - 2 H XX H M sMD straight] H F tfiash golal H 033 H 00 wstandaray H T ttubel H O without Post]
| |
‘ R[reel] H P [with Post]
UNITS: mm SHEET SIZE: ISO A4 SCALE: ‘@ First angle projection
- euro_conn ¢ us >0~3 >3~18 >18~50 >50~120 —1© -
° FILE N. E356435 1.0'12 i015 1_0.3 10.5 FEMALE HEADER




