SPECIFICATIONS
Rated Current:1.0AMP

Recommended P.C.B Layout(Top Side) Contact Resistance:20mQ Max
(PCB BOARD TOLERANCE+0.05) Withstand Voltage:500V AC/DC
- . 1.27 q@/‘\ Igsulo’)t(ion $esiston<;e:1OOA(3cl\)/IQ tMin 105
- peration Temperature:—40°c to +105°c
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—1.97x(N—1)pin+0.15— ir_‘ COVOOOOOO Contact Material:Brass
' Py, " ——11.27x(N=1)Positions—=— Contact Plating:Au or Sn Over Ni
| 1/ | = Insulator Material:Polyester(UL94V—-0)
®|o|o|o|a @)@ ojajo)o Standard: PABT
wplolojo|o uzjfa o|o|o|o Max.Processing Temp: 230°C for 30—60 seconds

(260°C for 10 seconds)
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Dimension antitheses list
ITEM A C
Standard | 1.80 2.40 [ ramy ][ pircH H N°ROWS H N°PINPR. H version |[ cuppLATING | [ HEIGHT ][ INSULATOR || sP_code* || PIN [ speciaL H PACKAGE ‘
Alternate ‘ PH H 127 H 2 H XX H D staighy H F flash gold) H YYY mmmH G fisol. 101 H - H O[OAOsquare]H 0 istandard) H T itube) ‘
*SP_code=alternate custom

UNITS: mm | SHEET SIZE: IS0 A4 | SCALE: First angle projection

. | euro-conn T Eﬂé’ﬁs >0~3 >3~18 >18~50 >50~120
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