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OUTER LIGHT PIPE

$1.85+0.05

MECHANICAL:
1. CONTACT: COPPER ALLOY T=0.20mm.
2. HOUSING: HIGH TEMPERATURE THERMOPLASTIC
GLASS FILLED UL 94V-0. COLOR: BLACK.
3. CAGE: COPPER ALLOY T=0.25mm.
4. LIGHT PIPES: POLYCARBONATE.

1. CONTACT AREA : PLATING GOLD 15u”MIN OVER 50~80u”
NICKLE AMECHANICAL REQUIREMENT:
2. DURABILITY: 100 CYCLES MIN.

3. INSERTION AND EXTRACTION FORCE: 40N MAX & 11.5N MAX

ENVIRONMENTAL:
1. CONTACT RESISTANCE: 20 MILLIOHMS MAX INMIAL.
2. DIELECTRIC WITHSTANDING VOLTAGE: 300V AC/MIN.
3. OPERATION: —55°C~+105°C.
4. STORAGE: ~ -55'C~+105°C.
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SHEET SIZE: ISO A4

SCALE: ---- |

>0~3

>

3~18

>18~50

>50~120

H The products and their features may change without notice.

| prodotti e le caratteristiche possono cambiare senza preavviso.
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RECOMMENDED BEZEL DESIGN 2:1
SFP CAGE 2X2 RORT W/LIGT PIPE
UNITS: mm SHEET SIZE: ISO A4 SCALE: = I | prodotti e le caratteristiche possono cambiare senza preavviso.
® H The products and their features may change without notice.
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