
 UNITS:  mm  SHEET SIZE:  ISO A4  SCALE:  

ZIF CONNECTOR
 > 0 ~ 3
 ± 0.12

 > 3 ~ 18
 ± 0.15

 > 18 ~ 50
 ± 0.3

 > 50 ~ 120
 ± 0.5

M a t e r i a l : 
Housing: PA46 Black UL94V-0
Contact:  Phosphor Bronze
Plating: Tin Plated Over Gilded
E l e c t r i c a l C h a r a c t e r i s t i c s : 
Voltage rating: 50 VAC 
Current rating: 0.5 AMP
Dielectric Withstandingf Voltage: 500 VAC R.M.S.
Insulation resistance: 800M ohm 
Contact resistance: 30m ohm
Temperature range: -20℃To +85℃ 

Pin A B C D
4 3.00 5.30 11.10 10.10
5 4.00 6.30 12.10 11.10
6 5.00 7.30 13.10 12.10
7 6.00 8.30 14.10 13.10
8 7.00 9.30 15.10 14.10
9 8.00 10.30 16.10 15.10
10 9.00 11.30 17.10 16.10
11 10.00 12.30 18.10 17.10
12 11.00 13.30 19.10 18.10
13 12.00 14.30 20.10 19.10
14 13.00 15.30 21.10 20.10
15 14.00 16.30 22.10 21.10
16 15.00 17.30 23.10 22.10
17 16.00 18.30 24.10 23.10
18 17.00 19.30 25.10 24.10
19 18.00 20.30 26.10 25.10
20 19.00 21.30 27.10 26.10
21 20.00 22.30 28.10 27.10
22 21.00 23.30 29.10 28.10
23 22.00 24.30 30.10 29.10
24 23.00 25.30 31.10 30.10
25 24.00 26.30 32.10 31.10
26 25.00 27.30 33.10 32.10
27 26.00 28.30 34.10 33.10
28 27.00 29.30 35.10 34.10
29 28.00 30.30 36.10 35.10
30 29.00 31.30 37.10 36.10
31 30.00 32.30 38.10 37.10
32 31.00 33.30 39.10 38.10
33 32.00 34.30 40.10 39.10
34 33.00 35.30 41.10 40.10
35 34.00 36.30 42.10 41.10
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