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g e NOTES:
“ 1, COPLANARTY SPEC, FOR ALL SOLDER TAILS AND SOLDER PADS IS 0.Imm MAX.
“ 2, ELECTRICAL CHARACTERISTICS:
‘ z 2-1. CURRENT RATING: 0.5 Amp. MAX,
o == 2-2, VOLTAGE: 100V DC. MAX
H 2| 8|3 2-3. LOW LEVEL CONTACT RESISTANCE: 100 mOhms MAX, INITIALLY.
I [ 2| 3|5 2-4, DIELECTRIC WITHSTANDING VOLTAGE: 500V AC MIN, FOR 1 MINUTE.
H © < 2 2-5. INSULATION RESISTANCE: (INITIAL> 1000MOhms MIN. (FINAL> 100MOhms MIN,
| @) § 8 é BY APPLYING 500V DC ON MATED AND UNMATED CONNECTORS THROUGH
“ g ol gle Gircuit Diagram for Cord Detect Switch MIL-STD-202, METHOD 302,
E % 3 g DETECT SW 3. MECHANICAL CHARACTERISTICS:
gl g g (& nsertong GaRD=0N 3-1. DURABILITY: 5000 CYCLES.
I ol Nermal=0FF 3-2. OPERATING TEMP. RANGE: -25°C TO 85°C. [INCLUDING TERMINAL TEMP. RISE]
i comion 3-3, STORAGE TEMP. -40°C TO 85°C,
@ OMMON should be connested to GND on the PCR circuit 4, QUANTITY OF PRODUCTS: 1400PCS/REEL
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