Material:

9.85

Insulator:L CP rated,UL 94 V-0, Black.
S Contacts:Phosphor Bronze.Tin 80u” Min at Solder Tall,
s 0 —2% . Selectived Gold on Contact Area Plating.
- 165 8 2-9150 |02 - Shell:Stainless,Gold at Solder Tail,0ver Nickel Plating.
A AAARARAAARAARARAR Muﬂlﬂlﬁﬂn...“.. AAAAAAHAH ﬂl Electrical:
a4 1L i j ' SLS E @d | Operating Voltage:500V(AC/DC)
'h ° i ° 0 Current Rating: 1.0A
l!l Operating Temperature:-20°C TO +60°C
< R ° ||] . © Insulation Resistance:1000MQ Min at 250VDC
R 2 ° Dielectric Withstanding Voltage:500VAC/ 1 Minute.
s 0 e O Contact Resistance:100mQ Max.
E : Mating Cycles:10000 Cycles,spring is not breaking.
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IPIN DEFINE:

PIN# | NAME DESCRIPTION PIN# | NAME DESCRIPTION
1| vss3 GROUND 1| voor SUPPLY VOL TAGE 180
2 | DATZ DATA LINE BITZ 12 | DI- | DIFFERENTIAL DATE 1- []
3 | oo- DIFFERENTIAL DATE 0+ 13| ak cLock 8
4 |CO/DAT3| CARD DETECT/DATA LINE BIT3 14 D1+ DIFFERENTIAL DATE 1+ 29.65 h
5 Do- DIFFERENTIAL DATE 0- 75 | VSS2 |SUPPLY VOLTAGE GROUND RECOMMENDED PCB LAYOUT
6 | Mo COMMAND/RESPONSE %6 | VSS5 GROUND TOLERANCE UNLESS OTHERWISE IS +0.05 General description of ordering code
7 w CARD DETECT 17 | DATO DATA LINE BITO CARDDETECT | 74 O/ L ogs | 7% oo o gs
8 | VSS1 | SUPPLY VOLTAGE GROUND | 18 | DAT1 DATA LINE BITT CARD OUT CARD INSERT ‘ FAMILY ‘ ‘ ‘ ‘ TYPE ‘
9 | vss4 GROUND 9 | WP A W—— D_/ T o ‘ SDC - SD ‘ 001H ‘
10 | vop2z | SUPPLY VOLTAGE(18V) WRITE PROTECT WRITE ENABLE
UNITS: mm SHEET SIZE: ISO A4 SCALE: ---- I I prodotti e le caratteristiche possono cambiare senza preavviso.

- The products and their features may change without notice.
ro- nn ¢ >0~3 >3~18 >18 ~50 >50~120 -
euro-co £0.12 £0.15 £0.3 £0.5 SD CARD 4.0 PUSH PUSH




